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О компании 

История компании POLIX из города Жири была начата в 1965г. На протяжении 
десятилетий небольшая производственная компания превратилась в международную 
компанию, которая производит шаровые краны под собственным брендом POLIX с 
помощью инновационных подходов, основанных на внутренних знаний и технологий. 

Мы экспортируем и продаем более чем в 40 стран мира, определены мы как одни из 
самых наиболее важных компаний с промышленной арматурой на рынке DIN 
стандарта. 

В результате напряженной работы и традиции мы получили сертификаты и знак 
качества, которые доказывают что наша арматура производится в соответствии с 
мировыми стандартами. Мы имеем сертификат DVGW, с которыми мы гарантируем 
нашим клиентам высокое качество установки в области водоснабжения и 
газопроводов. К постоянному совершенствованию технической и технологической 
области, мы приобрели февраля 1995 сертификат ISO 9001-2000. В 2010 году мы 
получили директиву о выявлении соответствия Европейская директива оборудования 
под давлением 97/23/EC по модулю Х (полный контроль качества). 



KPN-G PN16, PN40

Body: Ductile Iron – GGG40
Ball: Stainless Steel – X 5 Cr Ni 18 10
Stem: Stainless Steel – X 20 Cr 13
Seats: PTFE
O-Ring: Viton
Handle: Al Si 8
Size: DN15–DN250

KPC-G PN16

Body: Ductile Iron – GGG40
Ball: Brass – MS 58 – Chrome plated
Stem: Stainless Steel – X 20 Cr 13
Seats: PTFE
O-Ring: Viton
Handle: Iron – St 37-2
Size: DN25–DN200

KPA-G PN16, PN40

Body: Carbon Steel – St 52-3
Ball: Stainless Steel – X 5 Cr Ni 18 10
Stem: Stainless Steel – X 20 Cr 13
Seats: PTFE
O-Ring: Viton
Handle: Iron – St 37-2
Size: DN15–DN200

KPF-G Ansi150, Ansi300
Body: Carbon Steel – St 52-3
Ball: Stainless Steel – X 5 Cr Ni 18 10
Stem: Stainless Steel – X 20 Cr 13
Seats: PTFE
O-Ring: Viton
Handle: Iron – St 37-2
Size: DN25–DN150

KPV-G, FLANGED PN16, PN40

Body: Carbon Steel – St 52-3
Ball: Stainless Steel – X 5 Cr Ni 18 10
Stem: Stainless Steel – X 20 Cr 13
Seats: PTFE
O-Ring: Viton 
Handle: Al Si 8
Size: DN25–DN250

KPV-G, WELDED PN40

Body: Carbon Steel – St 52-3
Ball: Stainless Steel – X 5 Cr Ni 18 10
Stem: Stainless Steel – X 20 Cr 13
Seats: PTFE
O-Ring: Viton
Handle: Al Si 8
Size: DN25–DN250

KPV-G PN10

Body: Carbon Steel – St 52-3
Ball: Stainless Steel – X 5 Cr Ni 18 10
Stem: Stainless Steel – X 20 Cr 13
Seats: PTFE
O-Ring: Viton
Stem extension: Carbon Steel
Transitional piece: Steel-Polyethylene – PE
Size: DN32–DN225

KPV-G PN10

Body: Carbon Steel – St 25-3
Ball: Stainless Steel – X 5 Cr Ni 18 10
Seats: PTFE
Stem: Stainless Steel – X 20 Cr 13
O-Ring: Viton (FPM)
Isolation: Polyurethane Anticorrosive 

protection
Embrace ring: Seamless pipe – Plastic 

Cover 
Transitional piece: Polyethylene – PE
Size: DN32–DN225

BALL VALVES – GAS

BALL VALVES 

KPN PN16, PN40

Body: Ductile Iron – GGG40
Ball: Stainless Steel – X 5 Cr Ni 18 10
Stem: Stainless Steel – X 20 Cr 13
Seats: PTFE
O-Ring: NBR
 EPDM
 PTFE
Handle: Al Si 8
Size: DN15–DN250

KPT-G PN16
WELDED OR FLANGED
FULL
Body: Carbon Steel – St 52-3
Ball: Stainless Steel – X 5 Cr Ni 18 10
Stem: Stainless Steel – X 20 Cr 13
Seats: PTFE
O-Ring: Viton
Handle: Carbon Steel – St 37-2 Galvanised
Size:  DN15–DN200

KPC PN6, PN16, PN40

Body: Ductile Iron – GGG40
Ball: Brass – MS 58 – Chrome plated
Stem: Brass – MS 58
Seats: PTFE
O-Ring: NBR
 EPDM
 PTFE
Handle: Iron – St 37-3
Size: DN25–DN200



KPN PN16

Body: Ductile Iron – GGG40
Ball: Stainless Steel – X 5 Cr Ni 18 10
Stem: Stainless Steel – X 20 Cr 13
Seats: Alloy – CuSn5Pb5ZN5
O-Ring: NBR
Handle: St 37-2
Size: DN25–DN150

BALL VALVES – ABRASIVE MEDIUMS

RESILIENT SEATED PN10, PN16

FLAT F4 & OVAL BODY F5
Body: Ductile Iron – GGG50
Wedge: Ductile Iron – GGG50 with NBR coating
Stem nut: Brass
Stem: Stainless Steel – A304
Bonnet: Ductile Iron – GGG50
Handwheel: Ductile Iron – GGG50
Dust ring: NBR
Sealing: PTFE
O-Ring: NBR
Size: DN40–DN300

METAL SEATED PN16

Body: Cast Iron – GG25
Wedge: Cast Iron – GG25
Body seat ring & disc seat ring: Brass
Stem nut: Brass
Stem: Stainless Steel – A304
Bonnet: Cast Iron – GG25
O-Ring: EPDM
Packing: Graphite
Handwheel: Cast Iron – GG25
Size: DN40–DN300

KNIFE GATE PN10

Body: Cast Iron – GG25
Gate: Stainless Steel – A304
Packing: PTFE impregnated Syntex Fibre
Gland: Ductile Iron (Powder Coated)
Fasteners (gland): Carbon Steel (Plated)
Side Plate: Carbon Steel (Powder Coated)
Fasteners (for side plate): Carbon Steel 

(Plated)
Stem: Stainless Steel – A304
Hand Wheel: Steel (Powder Coated)
Actuator: Frp Tube
Seat: EPDM
Size: DN50–DN300

GATE VALVES

BRASS TRIM PN6, PN16

Body: Cast Iron – GG25
Seat Ring: Brass
Disc: Cast Iron – GG25, Brass gasket
Packing: Graphite
Bonnet Gasket: Graphite
Bonnet: Cast Iron – GG25
Stem: Stainless Steel – A410
Handwheel: Cast Iron – GG25
Size: DN15–DN200

STAINLESS STEEL TRIM PN16

Body: Cast Iron – GG25
Seat Ring: Stainless Steel – A304
Disc: Stainless Steel – A304
Packing: Graphite
Bonnet Gasket: Graphite
Bonnet: Cast Iron – GG25
Stem: Stainless Steel – A304
Handwheel: Steel
Size: DN15–DN250

GLOBE VALVES 

WAFER CI/DI PN16

Body: Cast Iron – GG25
Disc: Ductile Iron – GGG50
Stem: Stainless Steel – A304
Seat: EPDM
Bushing: PTFE
O-Ring: EPDM
Size: DN40–DN300

WAFER DI/SS PN16

Body: Ductile Iron – GGG50
Disc: Stainless Steel – A316
Stem: Stainless Steel – A304
Seat: EPDM or NBR
Bushing: PTFE
O-Ring: EPDM
Size: DN40–DN300

BUTTERFLY VALVE

KPT PN16, PN25, PN40
WELDED OR FLANGED
FULL OR REDUCED BORE
Body: Carbon Steel – St 52-3
Ball: Stainless Steel – X 5 Cr Ni 18 10
Stem: Stainless Steel – X 20 Cr 13
Seats: PTFE
O-Ring: PTFE
Handle: Carbon Steel – St 37-2 Galvanised
Size:  DN15–DN250 (full bore)
 DN20–DN250 (reduced bore)

KPA PN16, PN40

Body: Carbon Steel – St 52-3
Ball: Stainless Steel – X 5 Cr Ni 18 10
Stem: Stainless Steel – X 20 Cr 13
Seats: PTFE
O-Ring: PTFE
Handle: Iron – St 37-3
Size: DN15–DN200

KPV PN40

Body: Carbon Steel – St 52-3
Ball: Stainless Steel – X 5 Cr Ni 18 10
Stem: Stainless Steel – X 20 Cr 13
Seats: PTFE
O-Ring: PTFE
Handle: Al Si 8
Size: DN65–DN250



SWING PN6, PN16

Body: Cast Iron – GG25
Bonnet: Cast Iron – GG25
Hanger Pin: Brass
Hanger: Ductile Iron – GGG40
Disc: Cast Iron – GG25  
Disc Ring: EPDM
Body Ring: Brass
Size: DN40–DN300

SILENT PN16

Body: Cast Iron – GG25
Guide: Cast Iron – GG25
Guiding stem: Cast Iron – GG25
Bushing: Brass
Spring: Stainless Steel – A304
Seal: EPDM
Size: DN50–DN300

STRAINER FOR SILENT CHECK VALVE
Body: Galvanized Steel
Size: DN50–DN300

CHECK VALVE

FLANGED PN16

Body: Ductile Iron – GGG40
Ball: Aluminium NBR wrapped (DN50 – DN150)

Steel NBR wrapped (DN200)
Bonnet: Ductile Iron – GGG40
Washer: Carbon Steel Zinc plated
Bolt: Carbon Steel Zinc plated
O-Ring: NBR
Size: DN50–DN200

THREADED PN16

Body: Ductile Iron – GGG40
Ball: Aluminium NBR wrapped
Cover: Ductile Iron – GGG40
Nut: Carbon Steel Zinc plated
Bolt: Carbon Steel Zinc plated
O-Ring: NBR
Size: 1”–3”

*Threaded according to BSP.

WAFER DOUBLE DISC PN16

Body: Cast Iron – GG25
Disc: Stainless Steel – A304
Seat gasket: EPDM
Axle: Stainless Steel – A304
Spring: Stainless Steel – A304
Seal: EPDM
Size: DN50–DN300

WAFER SWING PN16

Body: Carbon Steel – A105 Galvanized
Disc: Stainless Steel – A304
O-Ring: NBR
Size: DN40–DN200

WAFER SPRING PN40

Body: Stainless Steel – A316
Spring cover: Stainless Steel – A316
Spring: Stainless Steel – A316
Bolt: Stainless Steel – A316
Disc: Stainless Steel – A316
Size: DN15 – DN100

FLANGED PN6, PN16

Body: EPDM
Wire: Steel
Flange: Carbon Steel
Size: DN32–DN300

THREADED PN16

Body: EPDM
Union: Galvanized Cast Iron – GGG25
Size: 3/4”–3”

RUBBER FLEXIBLE JOINT

DIRT STRAINER PN6, PN16

Body: Cast Iron – GG25
Bonnet: Cast Iron – GG25
Bolt: Galvanized Steel
Gasket: Graphite Steel
Wire mesh: Stainless Steel – A304
Plug: Galvanized Steel
Size: DN15–DN300

DIRT STRAINER
NECK FLANGES PN6, PN16, PN40

Body: Carbon Steel – C22.8
Size: DN15–DN600

NECK FLANGES

LUGGED PN16

Body: Ductile Iron – GGG50
Disc: Stainless Steel – A316
Stem: Stainless Steel – A304
Seat: EPDM or NBR
Bushing: PTFE
O-Ring: EPDM
Size: DN40–DN300





CONTACT:
Industrijska ul. 11
SI-4226 Žiri
Slovenija
tel.: +386 4 518 44 18
fax: +386 4 518 44 42
e-mail: polix@polix.si
web.: www.polix.si

 ООО "РусИмпортСнаб"
 Представитель POLIX в Российской Федерации
 115093, Россия, г. Москва. Б.Серпуховская, д.44, оф.19
 Тел. +7 (495) 972-85-65
 polix@rusimpsnab.ru
 www.rusimpsnab.ru

http://http://rusimpsnab.ru/truboprovodnaya_armatura_polix

